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Piston hand pumps with cast alloy body, self-
priming and single action.
Available colored in green or black (on demand).
Also, on request, they can be provided with clamps
to fix on gen sets, marine motors and industrial
engine.
Version BETA 2 is suitable for non aggressive
fluids, oil and diesel.

BETA 2 5 10 200 40 1,6
BETA 2 Z 5 10 200 40 1,8

BETA 2 Z

PISTON HAND PUMPS 
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POMPE BETA 2 
BETA 2 – be

La versione BETA 2 – be, con le tenute in Viton, è adatta al
travaso di benzine.
La versione BETA 2 – PTFE, con le tenute in Teflon, è adatta al
travaso di gasolio, benzina, solventi, liquidi chimici, acetone e
altri acidi compatibili con i materiali costruttivi.

Version BETA 2 – be, with Viton seals, is suitable for fuel.
Version BETA 2 – PTFE, with Teflon seals, is suitable for
diesel oil, fuel, solvents, chemicals and other acids compatible
with construction materials.

TIPO - TYPE
H aspirazione -
H suction [m]

H mandata -
H delivery [m]

FUSTI [lt]
PORTATA -

FLOW RATE
[lt/min]

PESO -
WEIGHT [kg]

BETA 2 be 5 10 200 40 1,8
BETA 2 PTFE 5 10 200 40 1,8

BETA 2 - PTFE

POMPE A PISTONI 

PISTON HAND PUMPS 



Disponibile anche il gruppo pompante BETA 2 costituito da:
1 Tubo rigido di aspirazione, 
2 Pompa a pistoni BETA 2,
3 Tubo di erogazione flessibile,
4 Beccuccio anti- goccia.

Also available BETA 2 pumping unit complete with:
1  Rigid suction tube,
2 Piston hand pump BETA,
3 Flexible delivery hose,
4 Anti-drip spout.

GRUPPO POMPANTE PUMPING UNIT 
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POMPE BETA 2 

POMPE A PISTONI 

PISTON HAND PUMPS 
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POMPE A PISTONI 

PISTON HAND PUMPS 

L’OFFICINA MECCANICA BINDA declina ogni responsabilità per usi diversi da quelli previsti senza il proprio benestare.
Le portate e le pressioni relative sono indicative e corrispondono ai valori massimi ottenibili in condizioni standard di utilizzo a
temperatura ambiente. Per il travaso di benzine si consiglia l’utilizzo di prodotti con tenute in Viton.

Le immagini contenute in questo depliant sono puramente indicative, pertanto l’OFFICINA MECCANICA BINDA si riserva il
diritto di apportare modifiche migliorative dei prodotti senza nessun obbligo di preavviso.
L’OFFICINA MECCANICA BINDA si riserva il diritto di cambiare i prezzi senza preavviso.

I prodotti forniti dall’OFFICINA MECCANICA BINDA sono garantiti 12 mesi dall’acquisto.
Tutte le pompe sono MADE IN ITALY, marchiate CE, fornite di istruzioni d’uso e garantite a norme di Legge.

OFFICINA MECCANICA BINDA declines to assume any responsibility if the pump is used for different applications without
prior writing consent.
Capacities and pressures are approximated and refer to the maximum obtainable values for pumps used in standard
conditions and at room temperature. To transfer fuel we suggest to use products with Viton seals.

The images shown in this depliant are indicative, OFFICINA MECCANICA BINDA reserves the right to make products
improvement without prior notice.
OFFICINA MECCANICA BINDA reserve the right to change prices without notice.

Products supplied by OFFICINA MECCANICA BINDA are guaranteed for 12 months from purchase.
All pumps are MADE IN ITALY, CE marked, included instructions for use and guaranteed by law.


