












Disassembly

· Start the pump disassembly by removing the bolts on the bearing cap (number 13).

· Remove the bearing cap and remove the locknut (number 18/1) and the lock washer (number 18/2).  

· Remove the bolts on the cover (number 2D) carefully to avoid damaging the piece. 
Use two screwdrivers to lever it out of the pump body (number 1),
carefully to avoid damaging the O-ring (number 27) which remains in the cover (number 2D).

· The mechanical rotary seal (number 38/2) is removed from the shaft (number 11) by turning it by hand. 

· Then remove the vanes (number 6) and start to disassemble the other part of the pump  

· Remove the bolts (number 40) from the cover (number 2D) and position the rods (number 7) -
so that on removing the assembly they do not fall and damage the body (number 1).

· Grasp the shaft (number 11) being removed with one hand and tap the 
other part with a plastic mallet, taking great care not to hit the rotor (number 5) against the body.

Remove the remaining assembly from the pump body in this way then remove the bolts from the 
bearing cover (number 13) and loosen and remove the locknut and lock washer.

.

Then tap the shaft with a plastic mallet to remove the rotor (number 5) and the cover (number 2D).  
Remove the bearing (number 18) and the �xed part of the mechanical seal (number 39/2) 
from the cover by turning it by hand towards you. 
To remove the bypass built into the body, remove the cap nut (number 17) and turn the tensor 
stud (number 9) anti-clockwise until the spring (number 16) no longer presses against it.  
Then remove the bolts on the tensor cap (number 8) to obtain access to the rest of the bypass parts
With the pump fully disassembled, check the parts.

Clean all the parts with Diesel fuel and then replace any that require it
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